
 

 

 

 

 

 

 
 

Aurora Specialty Textiles Group, Inc. 

2705 N Bridge St 
Yorkville,IL 605 0 

Phone:800-864-0303 

Fax: 630-708-5208 
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Overview 

 

Physical Properties
 

Property  Unit     Test Method 

Weight:       

 

Material: 

 

Weave: 

Brightness: 

Gloss Level: 

Thickness: 

Coating Color: 

Substrate Color: 

Fire Retardant: 

Printable Sides: 

 

 

Width:      

 

 

Roll Size:      

 

 

 

Printability Key 

 

 Latex 

Solvent 

UV 

Dye Sublimation Direct 

Dye Sublimation Transfer 

 

 

Although all data here is believed to be accurate, each user is advised to make their own determination as to whether 
the described product is appropriate for a particular application or use. Whether such a use will comply with all 

applicable laws or regulations and whether such use will not infringe the intellectual property rights of a third party. 

 

Revision 

Our original poly-cotton canvas with an acrylic coating that has enhanced 

chemistry applied to provide excellent ink coverage. This coating is specially 

formulated to work well with Latex, Solvent, Eco-solvent, and UV inks.

11.7 oz. / sq. yd         ASTM D3776

Polyester/Cotton Blend

 

Oxford

97 D65 CIE L*

Semi-Gloss

0.0022 inches (22 mil)         ASTM D1777

White

Natural

N/A

Coated side is compatible for printing

54", 56", 60”, 64”, 76"  Custom Roll Widths:

up to 64”

50 Yards  

The 60" width is also available in 25 and 

100 yard rolls
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