ULTRAFLEX Technical Data Sheet

MultiTex™ C220

MultiTex C220 is a 6.50z multi-purpose canvas made from 100% polyester spun yarn. The unique
construction and coating make it a great economical choice for fine art reproduction, indoor
displays, wall murals and other art décor applications. MultiTex C220 can be stretched and framed
and comes in widths ranging from 39” to 122”.

Material Details

CHARACTERISTICS TEST METHOD METRIC ENGLISH

Support Cloth DIN 60001 Polyester Polyester
Yarn Dtex DIN EN ISO - 250 x 500
Total Weight DIN EN ISO 2286-2 220 g/m2 6.50z/yd2
Tensile Strength ASTM D 751:2006, C.R.E. 500 x 1600 (N/5¢cm) 57 x 182 Ibs/in
Tear Strength (warp/weft) ASTM D 4830:1988 C.R.E. 75 x 250 (N) 17 x 56 Ibs
Flame Resistance DIN 75200 NFPA-701
RF Weldable (Heat Sealable) Not Tested
Fungus Resistant Yes

Applications

Art Banner Wall Fine Art Art Décor Backdrops
Reprographic Murals

Applications [} [} ] ] ] [}

Ink Printability Available Sizes
Solvent Eco UV | Latex Screen Dye Dye Metric (m) English (inches)

Solvent Printing Transfer | Direct

0.99, 1.37, 1.520, 39, 54, 60, 80,
| [ [ [ 2.03, 2.50, 3.10 98, 122

Key: ® - Excellent O - Good

The information on physical and chemical characteristics is based upon tests believed to be reliable. The values are intended only as a source of
information. A legally binding guarantee of specific properties is not to be inferred from our specifications. They are given without guaranty and do
not constitute a warranty. The purchaser should independently determine, prior to use, the suitability of this material for his/her specific purpose.
(Data represents averages and is not intended for use as a specification.)
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