
TECHNICAL SPECIFICATION

 
 

Protac ™  
Anti-Scratch Gloss

Protac ™  Anti-Scratch Gloss is a 4 

mil (100μ) or 10 mil (250μ) clear 

coated on one side with a pressure 

sensitive, solvent acrylic adhesive that 

is protected by a PET release liner. 

The scratch-resistant hard coat adds 

ADDS DEPTH AND DETAIL TO 
ANY IMAGE, WHETHER IT IS 
PHOTOGRAPHIC, INKJET OR OTHER 
OUTPUT MEDIA

THE SCRATCH-RESISTANT HARD COAT 
ADDS PROTECTION FOR A SHARPER 
FINISH

IDEAL FOR PHOTOGRAPHS, INKJET 
PRINTS, DEPARTMENT STORE 
ADVERTISING, POP DISPLAYS, OR 
ANYWHERE A HIGH-GLOSS,
ALMOST MIRROR-LIKE FINISH IS 
DESIRED

    

PRODUCT STRUCTURE

Film     High Gloss Clear PET with
     Scratch-Resistant Hard Coat
  
Adhesive    Solvent Acrylic (Pressure Sensitive)
  
Release Liner    PET (Moisture Stable)

PRODUCT CHARACTERISTIC

Film Thickness    4 mil (100μ) or 10 (250μ)

Adhesive Layer    1 mil (25μ)

UV Protection Factor   Film contains UV stabilizers, 
      
     and provide UV protection to the   
    underlying image

Outdoor Durability   5 Years

Service Temperature Range  -4°F to 203°F (-20°C to 95°C)

Application Temperature   >41°F (5°C)
 
Shelf Life    1 year

Storage Conditions   59˚F to 72˚F (15˚C to 22˚C);
    50 - 55% Relative Humidity

PROCESS SETTINGS
                                                          Speed

Roller Laminator     
Room temperature  
to 120°F (49°C)  
     
Press    Not recommended

1 ft to 6 ft (0.3m to  
1.75m) per minute

Equipment Type  & Temperature         

To order, call or email Sonoma Graphic Products at 800.250.4252 or orders@sgpweb.com

Authorized Dealer
961 Stockton Avenue
San Jose, CA 95110
orders@sgpweb.com
Tel: 1.800.250.4252


